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Plastic adapter
• 4p Speakon plug 

–>  4p Speakon 
plug.

Neutr ik  4  poles 
SPEAKON plug-to-
plug adapter, made 
of plastic.

Metal adapter with 
push-lock
• 6,3 mm stereo jack 

socket –> 6,3 mm 
stereo jack socket

Neutrik 8 poles SPE-
AKON plug-to-plug 
adapter, made of 
plastic.

Plastic adapter
• 6,3 mm mono jack 

socket –> 6,3 mm 
mono jack socket.

Plastic adapter
• RCA socket –> 6,3 

mm mono jack 
plug

Plastic adapter
• 6,3 mm stereo 

jack socket –> 
3,5 mm stereo 
jack plug

Plastic adapter
• 3,5 mm stereo 

jack socket –> 
6,3 mm stereo 
jack plug

Plastic adapter
• 2  x  6 ,3  mm 

s t e r e o  j a c k 
socket –> 6,3 
mm stereo jack 
plug

Plastic adapter
• 2 x RCA socket 

–> RCA plug

Plastic adapter
• RCA socket –> 

RCA socket

Plastic adapter
• 2 x RCA socket 

– >  6 , 3  m m 
s t e r e o  j a c k 
plug

Plastic adapter
• 2 x RCA socket 

– >  2  x  R CA 
socket.

Plastic adapter
• SCART plug –> 

3 RCA sockets 
for video and 
L & R audio 
(selectable) 
input/output 
p l u s  S - V H S 
socket.

Metal adapter
• BNC plug 

– >  R C A 
plug.

Metal adapter
• BNC socket 

– >  R C A 
plug.

Plastic adapter
• 6,3 mm mono 

jack socket –> 
RCA socket

Plastic adapter
• 2  x  6 ,3  mm 

m o n o  j a c k 
socket –> 6,3 
mm mono jack 
plug.

Metal adapter
• BNC socket 

– >  B N C 
socket.

Metal adapter
• BNC plug 

– >  B N C 
plug.

Metal adapter
• RCA socket. 

– >  B N C 
plug.
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107MULTIPIN CONNECTORS

MPA  series of connections for audio systems is composed of plugs and sockets for 
cable or panel mounting, with models having 13 to 150 pins.
MPA  connectors are manufactured with cadmium-plated aluminium, subject to 
galvanic treatment and coated according to MIL standards.
A 3-ramps bayonet coupling grants a safe fastening. The low-resistance pin 

connection prevents any attenuation or alteration of audio line/microphone 
signals.
Matte-black caps are also available in order to protect plugs and sockets from 
mechanical stress. 
Cable-press and crimp or solder contacts (silver or gold plated depending on 
model) are included with each connector.

Cable mount plugs, from 13 to 150 contacts.

• Cadmium-plated aluminium body.
• Bayonet coupling.

Cable mount sockets, from 13 to 150 contacts.

• Cadmium-plated aluminium body.
• Bayonet coupling.

Panel mount plugs, from 13 to 150 contacts.

• Cadmium-plated aluminium body.
• Bayonet coupling.

Panel mount sockets, from 13 to 150 contacts.

• Cadmium-plated aluminium body.
• Bayonet coupling.

MPAMV MPAFV

MPAMP MPAFP

Code Pole ContactsCable Press
MPAFV013S 13 silver PG13.5
MPAFV025S 25 silver PG16
MPAFV037S 37 silver PG21
MPAFV054S 54 silver PG21
MPAFV085S 85 silver PG29
MPAFV150G 150 golden PG36

Code Pole ContactsCable Press
MPAMV013S 13 silver PG13.5
MPAMV025S 25 silver PG16
MPAMV037S 37 silver PG21
MPAMV054S 54 silver PG21
MPAMV085S 85 silver PG29
MPAMV150G 150 golden PG36

Code Pole Contacts
MPAMP013S 13 silver
MPAMP025S 25 silver
MPAMP037S 37 silver
MPAMP054S 54 silver
MPAMP085S 85 silver
MPAMP150G 150 golden

Code Pole Contacts
MPAFP013S 13 silver
MPAFP025S 25 silver
MPAFP037S 37 silver
MPAFP054S 54 silver
MPAFP085S 85 silver
MPAFP150G 150 golden


