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PROAUDIO 3-pole 
m i n i - X L R  p a n e l 
mount metal socket.

PROAUDIO 3-pole 
m i n i - X L R  p a n e l 
mount metal plug.

PROAUDIO 4-pole 
m i n i - X L R  p a n e l 
mount metal socket.

PROAUDIO 4-pole 
m i n i - X L R  p a n e l 
mount metal socket.

RJ45 feedthrough 
receptacle, D-shape 
metal flange with the 
latch lock, mounting 
screws included
• Accommodates 

NE8MC* or any 
standard RJ45 plug

• Approved latch 
lock system

• Mountable from 
the front or rear of 
the panel

• Complies with Cat 
5e according to 
TIA / EIA 568B and 
ISO / IEC 11801 
standard

CANE8FDP

PROAUDIO 5-pole 
XLR panel mount 
metal socket.

Combo panel mount 
plastic socket, 3-pole 
XLR and Jack stereo 
6,3mm.

PROAUDIO 4-pole 
XLR panel mount 
metal socket.

PROAUDIO 4-pole 
XLR panel mount 
metal plug.

PROAUDIO 3-pole 
XLR panel mount 
metal plug.

Neutrik 3-pole XLR 
panel mount metal 
socket.

Neutrik 3-pole XLR 
panel mount metal 
plug.

Neutrik 5-pole XLR 
panel mount metal 
socket.

Neutrik 5-pole XLR 
panel mount metal 
plug.

N e u t r i k  C o m b o 
panel mount pla-
stic socket, 3-pole 
XLR and Jack stereo 
6,3mm.

PROAUDIO 3-pole 
XLR panel mount 
metal socket.

CANC3FDLX CANC3MDLX CANC5FDLX CANC5MDLX CANCJ6FISFP CAX300FP

CAX500FP CAC600FPCAX404FP CAX404MPCAX300MP

CAX320FP CAX320MP CAX420FP CAX420MP
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Neutrik 4-pole plastic cable mount 
SPEAKON connector.
• Fast-connecting spring.
• Cable-press.

Neutrik 4-pole plastic panel mount 
SPEAKON socket.
• Square flange.

P R O A U D I O   4 - p o l e  p l a s t i c 
cable mounts speaker socket.
• Fast-connection spring.
• Sleeve for 5-12 mm diam. cables.

P R O A U D I O   4 - p o l e  p l a s t i c 
cable mounts speaker plug.
• Fast-connection spring.
• Sleeve for 5-12 mm diam. cables.

PROAUDIO 4-pole plastic panel 
mount speaker connector.
• Square flange.

P R O A U D I O   4 - p o l e  p l a s t i c 
panel mounts speaker connector.
• Round flange.

Neutrik 4-pole plastic panel mount 
SPEAKON socket.
• Round flange.

Neutrik 8-pole plastic cable mount 
SPEAKON connector.
• Fast-connecting spring.
• Cable-press.

Neutrik 8-pole metal panel mount 
SPEAKON socket.
• Square metal flange.

PROAUDIO 8-pole plastic panel 
mounts speaker connector.
• Round flange.

P R O A U D I O   8 - p o l e  p l a s t i c 
cable mounts speaker socket.
• Fast-connection spring.
• Sleeve for 10-21 mm diam.

cables.

Neutrik RJ45 metal cable mount 
plug.
• M e t a l  h o u s i n g  a c c e p t i n g 

common RJ45  p lugs  (not 
included)

• For RJ45 data connections 
( a u d i o  n e t w o r k i n g ,  D M X , 
outdoor ethernet) in demanding 
environments using CAT5 cables

• Cable diameter: 3,5/8mm
• IP54 protection

CANL4FX CANL4MP

CAS460FV CAS860FV

CAS460MV CAS460MPCAS464MP

CANL4MPR CANL8FC

CANL8MP

CAS864MP

CANE8MC1


